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472 – ACCESS CONTROL 

IMPLEMENTATION REQUIREMENTS 
 

Name:   Farm No./Tract No.:   

Address:   Field Number(s):   

Assisted by:   Financial Assistance Program:   

Date:   Contract Number:   

 

Practice Purpose(s)  

To achieve and maintain desired resource conditions by monitoring and managing the intensity of use by animals, 

people, vehicles, and/or equipment for the following purpose(s): (check one or both) 

 To prevent access to an area (e.g., hazardous or environmentally sensitive area).  

 To manage the frequency and/or intensity of use to achieve and maintain desired resource conditions (e.g., limit 

livestock access in an area). 

Measures are needed to control access for: (check all that apply) 

 Animals        People        Vehicles and/or equipment        Other: _________________________________  

Associated Practices 

This practice may be applied alone or in combination with other supporting Delaware conservation practice standards.  

 The following practices are needed, and have been or will be implemented: (check all that apply) 

 Conservation Cover (327) 

 Fence (382) 

 Forage and Biomass Planting (512)  

 

 No associated practices are needed. 

 Riparian Herbaceous Cover (390) 

 Prescribed Grazing (528) 

 Tree/Shrub Establishment (612) 

 Other practices (specify): 

Practice Specifications 

Access Control Layout 

 Practice location(s) is/are shown on the conservation plan map. 

Control Measure(s): (check all that apply) 

 Fence 

Type:  

Length:  

 Gate(s) 

Type:  

Number:  

 Earthen barrier(s) 

Height:  

Length:  

 Posted sign(s) 

Number:             Size: 

Statement:  

 Patrolling 

Type:  

Frequency:  

 Other: (describe) 
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Additional Specifications/Notes  

For the controlled access area, describe the allowed use (if any), intensity of use (e.g., number of livestock, people, or 

vehicles), and frequency of use (e.g., continuous, specific season, or specific dates), including monitoring frequency, as 

appropriate. 

 

Construction Requirements 

Install access control measures as required, according to construction plans provided.  When installation of access 

control measures involves ground-disturbing activities (e.g., hand digging, earth-moving, excavating, etc.), it is the 

responsibility of the landowner or operator to contact Miss Utility at 1-800-257-7777 (or dial 811) at least 2 business 

days in advance of construction to locate and mark underground utilities. 

Operation and Maintenance (check all that apply) 

 Inspect the access control measures at least annually to determine whether they are functioning properly to meet the 

objectives of the project.  

 Take corrective actions as needed to replace damaged control measures and make other repairs as needed.  

 If measures fail to control access, reassess the need for additional measures to manage excluded use. 

 Other requirements or follow-up needed (describe):  

 

 

Plan Approval 

Certified Planner Signature Title Date 

Plan Received and Accepted 

Client Signature Date 

Certification of Practice Completion 

This Access Control Practice has been implemented and meets the requirements of Delaware NRCS Conservation Practice 

Standard 472. Any changes to the planned practice are noted in Practice Specifications. 

Certified Planner Signature Title Date 

 


